STANDARD FEATURES:
- Painted air motor with muffler
- Helical gearbox - 5:1 reduction ratio
- 350 RPM nominal output
- Adjustable bridge mount
- 316SS wetted parts
- 1" x 36" FMB shaft standard
- Single or dual folding impellers with set screw attachment
- Speed control valve

DIMENSIONS ARE IN INCHES.

OPTIONAL FEATURES
- Filter/regulator/lubricator
- Various impeller types and sizes
- All stainless steel upgrade with stainless motor, stainless bridge mount & stainless fasteners
- Forklift channels
- 32 RA sanitary finish on wetted parts
- Floating tote cap with lip seal

BRIDGE MOUNT TOTE MIXERS MOUNT TO CAGE STYLE TOTES UP TO 52" WIDE

EST WT: 70-86 LBS (DEPENDING ON HP AND OPTIONS)

AIR CONSUMPTION

<table>
<thead>
<tr>
<th>HP</th>
<th>CFM @ PSI</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>40 @ 80</td>
</tr>
<tr>
<td>2</td>
<td>60 @ 70</td>
</tr>
<tr>
<td>3</td>
<td>90 @ 100</td>
</tr>
</tbody>
</table>

316 STAINLESS STEEL SINGLE OR DUAL FOLDING IMPELLERS

HELICAL GEAR REDUCER

FORK LIFT CHANNELS (OPTIONAL)

J HOOK ADJUSTMENT BRACKET ADJUSTS FROM END TO END

AIR MOTOR WITH SPEED CONTROL AND MUFFLER (PER ORDER)

KNURLED KNOB FOR EASY LOCKDOWN

SECOND IMPELLER (OPTIONAL)