STANDARD FEATURES:
- PAINTED THREE PHASE 208-230/480/60 ELECTRIC MOTOR
- 55 GALLON DRUM LID WITH TWO STANDARD NPT PORTS
- 316SS WETTED PARTS
- 3/4" X 30" FMB SHAFT STANDARD (UP TO 36" MAX)
- SINGLE OR DUAL MARINE IMPELLERS WITH SET SCREW ATTACHMENT

OPTIONAL FEATURES:
- SINGLE PHASE TEFC MOTOR
- EXPLOSION PROOF MOTOR
- ALTERNATE IMPELLER SIZES AND TYPES
- ALL STAINLESS STEEL UPGRADE WITH STAINLESS MOTOR, STAINLESS MOUNT & STAINLESS FASTENERS
- SANITARY FINISHES

SPEED TABLE

<table>
<thead>
<tr>
<th>RPM</th>
<th>Standard/Optional</th>
</tr>
</thead>
<tbody>
<tr>
<td>1750</td>
<td>STANDARD</td>
</tr>
<tr>
<td>1150</td>
<td>OPTIONAL</td>
</tr>
<tr>
<td>3600</td>
<td>OPTIONAL</td>
</tr>
</tbody>
</table>

EST WT: 50-73 LBS (DEPENDING ON HP AND OPTIONS)