**Standard Features**
- Cast aluminum housing
- Dual ABEC-rated bearings
- Stainless mounting flange
- Stainless arbor
- Stainless fasteners
- ANSI Class 150# flange

**Available Upgrades**
- All stainless mixer w/cast stainless housing
- Special alloys
- Sanitary finishes
- Shaft coatings
- Threaded sanitary couplings
- Rigid couplings
- Other impellers
- Digital tachometer
- Triclamp mount

**Seal Options**
- Lip seal: single, double, viton, FDA rulon, & more
- Stuffing box: low pressure (15 PSI) or high pressure (150 PSI)
- Mechanical seal: single, double, flowserve, chesterton, roplan, & more

**Est. Wt.:** 118-139 lbs (depends on HP and options)

**Typical Impeller Options**
- PF3 hydrofoil
- Marine prop
- PBT-pitch blade turbine
- Bioprop
- PV3 hydrofoil
- Rushton
- Folding prop

---

**Speed Table**

<table>
<thead>
<tr>
<th>Speed (RPM)</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>350</td>
<td>Standard</td>
</tr>
<tr>
<td>230</td>
<td>Optional</td>
</tr>
<tr>
<td>288</td>
<td>Optional</td>
</tr>
<tr>
<td>438</td>
<td>Optional</td>
</tr>
<tr>
<td>583</td>
<td>Optional</td>
</tr>
</tbody>
</table>

**NOTE:** All stainless upgrade includes: Stainless motor, stainless hardware, stainless bearing housing (with Viton O-ring upper seal and Viton lip seal lower seal).